
WARNING:
Orders will be processed and automatically 
manufactured after 24 hours

Tel

Fax

Email

Deliver to:
 Invoice address    Site    Collection

Please select a delivery option. We can’t guarantee delivery will be on the same day if site addresses are advised after we have confirmed the delivery date

Reference

Date

Date required

VIEWED FROM OUTSIDETOP-DOWN VIEW

Invoice name and address

Velux rooflights (Indicate on plan) Roof tile

46 Stepfield Rd, Witham, Essex

Tel: 01376 519279 Fax: 01376 515669

email: orders@iceniwindows.co.uk

Metrotile Shingle
Burnt Umber 
Charcoal
Ebony
Antique Red
Moss green

Metrotile Esprit
Burnt Umber 
Coal Black
Bister Brown
Charcoal
Greenstone

Tapco Slate 
Black
Grey
Mulberry
Terracotta
Brown

Guardian Slate
Black
Grey
Mulberry
Terracotta
Brown

Colour  External only

 White  Brown
 Oak  Black
 Grey

Fascia option
 Grey/Oak/Black Fascia as standard

Gutter Colour
 White  Brown
 Caramel  Black
 Grey

QUOTE
ORDER

HOUSE WALL

ROOF ONLY ROOF & FRAMES

Frame

Frame Options  
Wall glass match roof but NEUTRAL

A Rated Glazed
 B Rated  Unglazed

 Bevel frame  Bevel sash
 Edge frame  Edge sash
Ogee bead  Bevel bead
Sash Hooks  No hooks

 No sill & FD  95mm sill
150mm sill  180mm sill

Frame Colour

Furniture Colour
 Antique Black  Graphite
 Black  Satin
 Bronze  White
 Chrome  Monkey
 Gold 

Transom Drop 

Door Options
72mm pvc   Low pvc    Alu
 Open out  Open in
 Master Left  Master right
 Restrictor  Hinge Hooks

Joiner
 2mm pvc  24mm Alu

Bay poles
135 Fixed will be used 133 to 137
150 fixed will be useds 148 to 152
Bay jacks to all poles
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Frame construction will be of Rehau 70mm profiles, fully welded & 
grooves joints, internally glazed with black co-extruded gaskets. 
Kendrick shootbolts to all casements, 90º stays to side hung 
casements Kendrick door locks, flag hinges, twin handles to French 
doors both with shootbolts. Fab & Fix furniture.
As standard frame beads will accept only a 28mm unit.

Standard Specification:
Large frame to head of all products.
All sills reinforced
300mm horns added to all sills.
Toughened glass to all units.

Important: Before ordering please ensure that you are 
familiar with our products and specifications. We will not 
accept responsibility for want of knowledge in the event 
that items do not meet with your requirements. By ordering 
these products you are acknowledging our standard terms 
and conditions of sale.

Abbreviations:   D = Dummy sash

All velux roof lights will be supplied with 
white internal finish and opening pole

Std vent 780mm x 880mm
 Manual with pole    Electric
 White
 550mm X 780mm
 780mm X 980mm
 550mm X 980mm
 780mm X 1180mm
 550mm X 1180mm
 780mm X 1400mm
 660mm X 1180mm

Eaves beam/gutter pack

Roof Pitch º Minimum height to 
underside of wall plate mm

Maxmum height 
to top of cresting  mm
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